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IR28MW129A

IR28P155AA
IR28P155AB IR28MW155A

S-001

S-004

S-002
S-003

HPA-04HPA-05

22-1-B05

22-1-B03

22-1-B04

22-1-B06

22-1-B08-10.5'
Arsenic - 25.4 mg/kg
Lead - 319 mg/kg
PAHs - Various

22-1-B09-10.5'
PAHs - Various

22-1-B10

22-1-B11

22-1-B12

22-1-B13

22-1-B14 22-1-B15

22010B19-15
Arsenic - 11.2 mg/kg

22-1-B20
Sample results pending

22-1-B18

22-1-B16/22-1-B17

22-1-SW31

22-1-SW03

22-1-SW06

22-1-SW07

22-1-SW05

22-1-SW09

22-1-SW11

22-1-SW13

22-1-SW15 22-1-SW08

22-1-SW14

22-1-SW16

22-1-SW20

22-1-SW32
Sample results pending

22-1-SW19

22-1-SW27

22-1-SW28

22-1-SW26

22-1-SW29

22-1-SW23

22-1-SW30-8'
Arsenic - 61.4 mg/kg
Lead - 1,120 mg/kg
PAHs - Various

22-1-SW01

22-1-SW25

22-1-SW34
Sample results pending

22-1-SW33
Sample results pending

231

214

211

253
281

252

Note:
22-1 is a "Tier 3" excavation. Both ROD and RA
remediation goals are the same, and therefore,
both apply. (CBI. Appendix G, Final Tech Memo
Soil Excavations, Parcel C Remedial Action Work
Plan, HPNS, SF, CA. August 2013)

PARCEL C REMEDIAL ACTION
HUNTERS POINT NAVAL SHIPYARD, SAN FRANCISCO, CA

U.S. Department of the Navy
BRAC PMO West
San Diego, California

Legend
Confirmation Samples:

No Further Excavation Required,
Results Meet RGs
No Further Excavation Required
No Further Excavation Required,
Building Foundation Encountered
Further Excavation for Stepout
Required

 Sample Results:
 
 

A Well Location
.8 Decommissioned Well

Planned Excavation
Actual Excavation
Former UST
Building (Existing)
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Residential
Contaminants of Concern

Arsenic
Benzene

Benzo(a)anthracene
Benzo(a)pyrene

Benzo(b)fluoranthene
Benzo(k)fluoranthene
Indeno(1,2,3-cd)pyrene

Lead
Tetrachloroethene

Vinyl chloride
TPH

Residential
Remediation Goal
11.1 mg/kg
0.18 mg/kg
0.37 mg/kg
0.33 mg/kg
0.34 mg/kg
0.34 mg/kg
0.35 mg/kg
155 mg/kg
0.48 mg/kg
0.024 mg/kg
3,500 mg/kg†

† Shaw Environmental, Inc., 2007, Final New Preliminary Screening
Criteria and Petroleum Program
mg/kg = milligrams per kilogram

EXCAVATION AREA 22-1

Shaw Environmental
& Infrastructure, Inc.
(A CB&I Company)

Sample ID
COCs in Exceedence (mg/kg)
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